. — — : — - - - : SHEET] TOTAL
STATE | PROJECT NUMBER SHEETS

NO
l \ GA. [SPeo~coms-eoleoly 195 | 234

PRACTICE PRACT ICE
CODE \STD :SPC’s DETAIL DESCRIPT ON CODE\STD :SPC’s DETAIL DESCRIPT/ON
:SECT ION : SECT /0N
ROCK ROCK F/LTER DAMS ARE CONSTRUCTED OF TYPE 3 STONE RIP RAP SILT i A STAKED BARRIER |S USED TO PREVENT SEDIMENT
FILTER DAM - AND ARE USED TO PROTECT SMALL STREAMS OR DRA!NAGEWAYS. TO RETENTION | SN\ | FROM MOV ING [N WATER BY FORCING [T TO DROP QUT OF
BE USED [N SMALL DRAINAGE CHANNELS OF 50 ACRES OR LESS. BARR|ER S =" " | SUSPENS/ON BEFORE |T MOVES OUT OF THE CONSTRUCTION AREA.
CONSTRUCT I ON THE RIP RAP SHOULD BE PLACED ON A GEOTEXITLE UNDERLINER. STAKED §§?§§§§§§§§§§§g§§ /T IS USUALLY USED WHERE CONSTRUCTION 1S REQUIRED IN
DETAIL ‘ SSA\——_ | SHALLOW |NUNDATED AREAS. IT SHOULD BE USED AS DIRECTED BY

SECTION 163, THE ENGINEER. A STAKED BARRIER MAY BE USED TO PROTECT A
603. - SECTION 170 STAKED SMALL STREAM WHILE IT IS BEING REALIGNED OR WIDENED IN
; "Chl". N THIS CASE THE BARRIER SHOULD EXTEND TO THE
LINE CODE CODE

LINE BOTTOM OF THE STREAM. IT SHOULD BE LIMITED TO 5’ [N

HE |GHT UNLESS OTHERWI/SE DI/RECTED. STAKED BARRIERS IN SMALL

STREAMS SHOULD EXTEND |’ ABOVE NORMAL WATER.

e ,z*x\\*,,»*EQIB\‘,,/*x\\‘,, THIS ITEM IS ONLY TO BE USED WHEN PERMITTED FILL IS BEING
PLACED INTO A STATE WATER, OR AS A SUPPLEMENT TO ADEQUATELY

PLACED BMP’S.

RIPRAP RIP RAP IS A FLEXIBLE PERMANENT BLANKET FOR PROTECTION OF SILT FENCE USED ALONG THE TOE OF FILLS OVER 10’ HIGH, ALONG THE RIGHT
FILL SLOPES AND END ROLLS. RIP RAP, TYPE | SHOULD BE TYPE A OF WAY LINE OR PARALLEL TO STREAMS. THE FENCE SHOULD NEVER
PLACED ON TOP OF A GEOTEXITLE UNDERLINER AT A MINIMUM 24" a2 RUN CONTINUOUS. IT SHOULD TURN BACK INTO THE FILL TO
THICKNESS OR AS INDICATED ON THE PLANS. | CREATE SMALL POCKETS TO TRAP SILT.

&

CONSTRUCT /1 ON

» DE TA / L :—-I—; g
SECTION 603 SECTION 17/
| |
PATTERN L INE CODE
CCOCONQOOT)
{ |

A PERFORATED HALF-ROUND PIPE WITH STONE FILTER PLACED IN SILT FENCE TYPE B MAY BE USED IN LIEU OF BALED STRAW AND AT THE TOE OF

| SECTION |63 N 30 ACRES TOTAL DRAINAGE AREA. DETAIL o

| e SECTION 171

| SHALL ONLY BE USED IN DETENT/ON BASINS LARGE ENOUGH ,

: [ I NE CODE 7O STORE 67 CUBIC YARDS OF SEDIMENT PER ACRE OF DISTRUBED LINE CODE

RETROFITTING FRONT OF A PERMANENT STORMWATER DETENTION POND OUTLET TYPE B FILLS LESS THAN 10 FEET HIGH.
STRUCTURE TO SERVE AS A TEMPORARY SEDIMENT FILTER.
CONSTRUCT | ON
DETAIL SHOULD BE USED ONLY [N DETENTION PONDS WITH LESS THAN CONSTRUCT | ON
AREA.
THIS ITEM SHOULD BE DESIGNED ACCORDING TO CHAPTER 6 I[N THE —B— B—— B~ 8- B—B—B—
"MANUAL FOR EROSION AND SEDIMENT CONTROL [N GEORG/A" f
RETROF | TT/NG A SLOTTED BOARD DAM WITH STONE PLACED IN FRONT OF A SILT FENCE A WOVEN SYNTHETIC FIBER FABRIC PLACED IN FRONT OF A WIRE
PERMANENT STORMWATER DETENT/ON POND OUTLET STRUCTURE TO TYPE C FENCE. IT CAN BE USED ALONG THE TOE OF THE FILL, ALONG THE
CONSTRUCT | ON SERVE AS A TEMPORARY SEDIMENT FILTER. ! w8 RIGHT OF WAY LINE OR PARALLEL TO STREAMS. IT [S USED TO
_ Wi ~ | CAPTURE SEDIMENT FROM FILLS OVER 10 FEET HIGH AND UNDER ALL
DETAIL : P SHOULD BE USED ONLY [N DETENTION PONDS WITH LESS THAN CONSTRUCT 1 ON [l = Liee ~>"| BRI DGES.
SECT/ON 163 . 5 /00 ACRES TOTAL DRAINAGE AREA. DETAIL o
SR SECTION 171
SHALL ONLY BE USED IN DETENT/ON BASINS LARGE ENOUGH ,
L INE CODE L'lO?EiTORE 67 CUBIC YARDS OF SEDIMENT PER ACRE OF DISTRUBED [ INE CODE
6:} THIS ITEM SHOULD BE DESIGNED ACCORDING TO CHAPTER 6 [N THE —c—Cc— -G Cc—Cc—C—
"MANUAL FOR EROSION AND SEDIMENT CONTROL IN GEORG/A’
SILT A FLOATING BARRIER IS USED TO PREVENT SEDIMENT
RETENT | ON SN\~ | FROM _MOVING IN WATER BY FORCING IT TO DROP OUT OF ,
BARRIER §§2§§§§2§§§§§§§2§ SUSPENSION BEFORE IT MOVES OUT OF THE CONSTRUCTION AREA. NOTE :
FLOATING === | /T IS USUALLY USED WHERE CONSTRUCT/ON IS REQUIRED IN A I. DO NOT USE EROSION CONTROL |ITEMS IN A FLOWING
§§§§§§§géé§§§§g§ LARGE BODY OF WATER SUCH AS LAKES AND RIVERS. IT SHOULD BE STREAM OR IN A TIDAL AREA BELOW HIGH TIDE.
SECTION 170 L OAT NG USED AS DIRECTED BY THE ENGINEER. 2. izg ﬁgglrégyAé | NFORMAT 10N | ON THE DggggN -
LICATION OF EROSION | CONTROL URES
THIS [TEM IS ONLY TO BE USED WHEN PERMITTED FILL S BEING SEE THE GEORGIA SOI!L AND WATER CONSERVATION S| slel DEPARTMENT OF TRANSPORTATION
L INE CODE PLACED INTO A STATE WATER, OR AS A SUPPLEMENT TO ADEQUATELY COMMISSION. "MANUAL FOR EROSION AND SEDIMENT I |&l=
PLACED BMP’S. CONTROL 1N GEORGIA” S STATE OF GEORCIA

./*\\\*,,/*\QHPE‘/,/*\\\',,

EROSION CONTROL LEGEND
AND UNIFORM CODE SHEET

REV Sb-F, Sb-S, Sdi-A,
REVISION

Sbl-B AND Sdi-C.
REVISED TITLE BLOCK

SHEET 4 OF 6
NO SCALE JANUARY 2007
NUMBER DRAWING No
° Bl EC-L4 22-4

Ti7T372007 T1 24 41 AR \NGDOT-0SNINGORINTOUF Jun_ 177 Zoutpdt qof gowens M NGARYNUNIFORW TODE ENGLTSH AND METRIC\web slfe ecl dgn\REVISED | T-{3-0\ECLL p/F7 "~~~ ~~"~"°"°"="="""7-"7°" =" °"°"°"°"°"°"°"=°"°""°”"°"°”"°"°" " 7=~ =°"~°"°”°"°”" =" °"°”~" =" ~”"°"*"~"=°”"~"*”"*”"=~"°”"~"~>"°"°”"°” °"°"@°"@C"@—@"@— 00 0~/ » o, - o o oo s == 7777777777777 777777777 =»=»=>7=> 77777777, -~ - - 7 - - - -7 - - - -----==




